
COTS Low Power Parts Radiation Test Results:

A/D P/N Resolution Process VDD Power Speed Total Dose SEL

LTC1419 14-Bit CMOS  +/- 5V 150 mW 800 Ksps TBD
None, LET>100 
MeV/mg/cm2

SPT7725 8-Bit Bipolar  - 5.2V 2.2 W 300 Msps >100 Krad (Si)
None, LET>100 
MeV/mg/cm2

HI1276 8-Bit Bipolar  - 5.2V 2.8 W 500 Msps TBD
None, LET>100 
Mev/mg/cm2

AD7714-3 24-Bit CMOS  + 3V 2.6 mW See data sheet TBD
LET = 55 
Mev/mg/cm2

ADS7809 16-Bit CMOS  + 5V 100 mW 100 Ksps 10 Krad (Si)
LET = 19.9 
MeV/mg/cm2

PLL LMX2305 n/a BiCMOS  + 5V f=100 Mhz TBD
LET>80 
MeV/mg/cm2

LMX2332L n/a BiCMOS  + 5V f=500 Mhz TBD
LET>80 
MeV/mg/cm2

Notes: A/D = Analog to Digital Converter
PLL = Phase Lock Loop
LET = Linear Energy Transfer
SEL = Single Event Latchup


